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PART 
N°

PART DESCRIPTION STANDARD MATERIAL
CORROSION 
PROTECTION

COATING 
THICKNESS IN µµµµ

STANDARD COLOUR

02 2 NA for PT045
STOP CAP SCREW                  
(lubricated with PTFE grease)

Stainless Steel A2 70 (ISO 3506) / / /

02P 2 NA for PT045 PLASTIC CAPS (STOP SCREW) LLD-PE / / /

03 2 NA for PT045 WASHER Stainless Steel A2 (ISO 3506) / / /

04 2 NA for PT045 NUT (Stop screw) Stainless Steel A2 70 (ISO 3506) / / /

10 1 for PT045  ÷ PT800 THRUST WASHER (Pinion) Stainless Steal AISI 304 / / /

13 8/12/16 for PT045 ÷ PT800
CAP SCREW (End cap)                
(lubricated with PTFE grease)

Stainless Steel A2 70 (ISO 3506) / / /

13.1 16 only for PT1000 WASHER (Cap Screw end cap) Stainless Steel A2 70 (ISO 3506) / / /

18 1 for PT045  ÷ PT1000 SMALLEY SPRING CLIP (Pinion) Stainless Steel AISI 302 / / /

for PT045  ÷ PT800 Pressure Die Cast Aluminium alloy
Anodized +                                                                                          

h 1st C. PTFE coating                  
15 - 20                     
25 - 30

only for PT1000 Cast Aluminium alloy
Anodized +                                                                                 

h 1st C. PTFE coating                  
15 - 20                  
50 - 60

for PT045  ÷ PT800 Pressure Die Cast Aluminium alloy

only for PT1000 Cast Aluminium alloy

for PT045 ÷ PT750 Extruded Aluminium alloy
Anodized +                                                                         

h 1st C. PTFE coating                  
30 - 35                          
25 - 30

for PT800 and PT1000 Cast Aluminium alloy
Anodized +                                                                                 

h 1st C. PTFE coating                  
30 - 35                   
50 - 60

for PT050 ÷ PT200

for PT250 ÷ PT600

for PT045 + PT650 ÷ PT1000

for PT050 ÷ PT200 SQUARE REDUCTION Sintered Stainless Steel / /
for PT250 ÷ PT600 DRIVE BUSHING Extruded Aluminium alloy Anodized 20 - 25

Black

Light Grey

10 - 15

UNIT Q.TY  /  NOTE

30 2 END CAP

40 2 PISTON Anodized

60 1 DRIVE SHAFT

50 1 BODY

/

Light Grey

22 - 27AnodizedExtruded Aluminium alloy

61 1

/


