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PT550 U

Table 1:  Technical data 

Max. 
Pressure

Standard
Rotation

Stroke Adjustment 
Screw

Ø Chamber 
(in)

Air volume
(in³)

Approx. Stroking time (sec.)  1)

Operating temperature range (°F)  2)

Double acting Spring return

116 Psi 0° - 90° For 1° adj.
1/4 Turn needed 7,09

opening closing opening closing opening closing ST HT LLT2
260 420 2,0 2,2 2,4 2,8 -40 to +176 +5 to +302 -76 to +176

1)	 The values refer to specific test conditions; please contact AIR TORQUE for detailed information.
2)	 Every temperature range option requires proper components and lubricant. please contact AIR TORQUE for detailed information.

Table 2:  Nominal output torque for Double acting actuators (Lb-In)

Pressure
40 Psi 50 Psi 60 Psi 70 Psi 80 Psi 90 Psi 100 Psi 110 Psi 116 Psi Approx. weight (lb) 

0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90°
55,0

D 3739 4674 5609 6544 7479 8413 9348 10283 10844

Table 3:  Nominal output torque for Single acting actuators (Lb-In)

Pressure 40 Psi 50 Psi 60 Psi 70 Psi 80 Psi 90 Psi 100 Psi 110 Psi 116 Psi Spring 
Stroke Approx. 

weight (lb) Spring
Set

0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 90° 0°

S 05 2340 1644 3275 2578 4210 3513 5145 4448 6079 5383 7014 6318 7949 7253         2096 1399
63,5

S 06 2060 1225 2995 2159 3930 3094 4865 4029 5800 4964 6734 5899 7669 6833 8604 7768     2515 1679

S 07 1780 805 2715 1740 3650 2675 4585 3610 5520 4545 6454 5480 7389 6414 8324 7349 8885 7910 2934 1959
66,5

S 08     2435 1321 3370 2256 4305 3191 5240 4126 6175 5060 7109 5995 8044 6930 8605 7491 3353 2239

S 09         3090 1837 4025 2772 4960 3706 5895 4641 6830 5576 7764 6511 8325 7072 3772 2519
70,5

S 10             3745 2353 4680 3287 5615 4222 6550 5157 7485 6092 8045 6653 4191 2798

S 11                 4400 2868 5335 3803 6270 4738 7205 5673 7766 6234 4610 3078
72,5

S 12                         5990 4319 6925 5254 7486 5814 5029 3358

Fig. 15:	  Dimensions in inch
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Pressure connection Port 2 and 4 1/4” NPT

Ancillary Attachment AA4

Connection / Attachment:

Spigot: available 
on request

Ød2

I

h1

h 

ISO 5211 Interface:

(*) Other type and sizes of shaft connection available 
on request.

STANDARD

ISO 5211 F14
Ø d2 3,94
Ø d3 5,51
d4 5/8-11 UNC x 0,94
Ø H 3,94

Ch x I 
min. (*)

SQ 1,42x1,57
DS 1,06x1,57 - 1,42x1,57

SS Chxl DS 1,06x1,38 - 1,42x1,57
h min. 0,08
h1 0,12

Square Option:

“DS”
Double
Square

“SQ-D”
Single
Diagonal
Square

Ch

“SQ-L”
Single
Parallel
Square
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Power Technology Upgrade series 

Pneumatic rack and pinion actuators
PT045 U → PT1000 U models

Edition December 2020

Application

Rotary pneumatic actuators for automation (on/off or modulating duties) of industrial valves such as ball valves, butterfly valves 
and plug valves as used in process industries like chemical, petrolchemical, pharmaceutical, water treatment, oil & gas.

Fig. 1:	 Power Technology Upgrade series actuator

The Power Technology Upgrade series actuators are available 
in two configurations: double acting and single acting.

Mechanical Spring Return is for fail-safe applications and can 
be supplied for “Fail Close” or “Fail Open” safety function.

Double acting actuators can be used for a “Fail Last” Position 
safety function.

Special features

	• Alodur hard anodized extruded aluminum body for corro-
sion protection, low friction and wearing resistance

	• Dual piston rack and pinion design for compact construc-
tion and symmetric mounting.

	• Fully machined teeth on piston racks and pinion shaft for 
accurate positioning, low backlash and maximum enga-
gement.

	• Two indipendent external travel stop adjustments.

	• Universal and anti-blowout drive shaft with multiple valve 
connection options.

	• Identical body and end caps for double acting and spring 
return configuration to allow field conversion.

	• Stainless steel fasteners for high corrosion resistance.

	• Multiple bearings and giudes for high cycles and low fric-
tion

	• Modular preloaded springs.

	• Extended working temperature range as standard.

Versions

	– Spring return:

	– 90°, 120°, 135° and 180° rotation.

	– Double acting:

	– 90°, 120°, 135° and 180° rotation, 

Further versions

	− Actuator with extra travel stop limitations (R100; R50; 
RC100),

	− Fast acting,

	− Low working temperature LLT2,

	− High working temperature HT,

	− Special painting according to ISO 12944,

	− Water operated actuator,

	− Natural gas operated actuator.

Complementary parts

	− Lock out system on adjustment screws,

	− Block and safety lock-out system,

	− Gearbox.
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Fig. 4:	 Stroke adjustment range 
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Fig. 2:	 Double acting operation

Fig. 3:	 Single acting operation

Installation

Refer to the EB AT-RP-PTU mounting and operating instructions.

Ordering text

Refer to the Catalogue PTU-E-XX for actuators available options 
and ordering codes.

Principle of operation

1.	 DOUBLE ACTING

Refer to Fig. 2.

In case of the double acting configuration air pressure is ne-
cessary for both strokes (A and B).

2.	 SINGLE ACTING

Refer to Fig. 3.

When air pressure is supplied through port “2“ (A‘) into the 
actuator body, the linear force applied on the piston surface 
generates the pinion rotation, driving the valve to a defined 
position. At the same time the actuator springs are com-
pressed.

When air pressure is discharged (B‘), the springs are automa-
tically released, driving the rack and pistons back to the origi-
nal position and thus the valve to the fail-safe position.

Direction of action and stroke adjustment

The standard rotating direction for the PTU Series actuators is 
clockwise to close.

Standard PTU Series actuators are designed for 90° rotating 
angle, with travel stop allowing adjustment for -5° up to +15° 
on the close position and for +5° up to -15° on the open 
position as per Fig. 4. For PT045 U stroke adjustment is only 
available on request.

For spring return actuator in case of pressure, power or signal 
failure the springs drive the actuator in the fail position that can 
be FAIL OPEN or FAIL CLOSE.

Power operating media

Use dry or lubricated air or inert gas. 

	– Make sure the operating media is compatible with the 
actuator internal parts and lubricant.

	– In case of pressure medium different than Group 2 fluids 
according to the PED 2014/68/EU, contact AIR 
TORQUE.

	– The operating media must have a dew point equal to 
20°C (-4°F) or at least 10°C (18°F) below the ambient 
temperature.

	– The maximum particle size contained into the operating 
media must not exceed 30 μm.

Further information

The actuators can be operated in different ways:

	− direct mounting of control devices (for example a solenoid 
valve or a manifold) with NAMUR interface,

	− threaded connections (to pressurize port “2“ and “4“) with 
air lines from separate electro-pneumatic control system.
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Further versions

•	 Extra travel stop limitations (R100/R50/RC100)

R50/R100

Actuator travel stop limitations are available in both opening 
or closing directions for standard assembly (clockwise to 
close) in order to provide maximum flexibility.

the R50 and R100 allows to limit the actuator stroke in ope-
ning direction (from 90° to 0°).

The R50 allow to limit the 45% of the stroke (from 90° to 45° 
stroke range).

The R100 allow to llimit the 100% of the stroke (from 90° to 
0° stroke range).

both R50 and R100 extra travel stop adjustments are equip-
ped with protective plugs at the two adjustment screws ends in 
order to protect the two ends and to avoid potential cut due to 
screws sharp edges.

The R50 and R100 can be directly supplied mounted on the 
actuators or supplied as kits to retrofit sold actuators.

RC100 

The RC100 allows to limit the 100% of the stroke in closing di-
rection (from 90° to 0° stroke range). 

RC 100

100% Stroke Adj.

50% Stroke Adj.

STD Stroke Adj.

Max. Stroke

Position

-5° 15° 30° 45° 60° 75° 90° 95°0°

TYPICAL APPLICATION: any application where an extra travel 
stop opening or closing position is required. 

•	 Fast acting

The Fast Acting (FA) actuators are special actuators able to 
stroke faster respect the standard actuators. They are availab-
le both in double acting and in spring return configutations.

This type of actuators has enlarged ports and internal canali-
zation which allows an higher flow rate of the the actuator 
and so a quicker operation in closing and/or opening direc-
tion.

TYPICAL APPLICATION: any application where actuator quick 
action is required 

•	 Low and high working temperature configurations

In case minimum working temperature up to -60°C or maxi-
mum working temperature up to +150°C are required, the 
following special product configation are available:

	– LLT2 version for extreme low operating temperature 
range:  
-60° C (-76° F)	 → 	 +80° C (+176° F); 
LLT2 version actuators have stainless steel drive shaft.  
Aluminium drive shaft actuator version (LLT2A) can be 

supplied on request in order to achieve a more com-
petitive price.  
LLT2 and LLT2A version actuators have the same tech-
nical features except for the drive shaft material and 
extra bushings for LLT2A. 

	– HT version for high operating temperature range: 
- 15° C (+5° F)	 → 	 +150° C (+302° F).

TYPICAL APPLICATION: where the required working tempera-
ture exceeds the actuator standard working temperature ran-
ge (-40°C / +80°C)

	

•	 Special painting according to ISO 12944-2

Different protection levels available in order to meet the field 
corrosion resistance requirements.

the protection levels are different combination of materials 
and painting cycles/types.

According to the ISO 12944-2 the standard available protec-
tion levels with single layer painting go approx. from the C3 
level up to C5 level.

Special paint systems are available according to customer 
specification, including multilayer painting.

•	 Water operated actuator

Standard PTU actuators are operated with dry air or inert 
gas. Special actuator configutations are availble to operate 
with water as supply media. 

Contact Air Torque for further detailed information.

•	 Natural gas operated actuator

Standard PTU actuators are operated with dry aie or inert 
gas. Special actuator configutations are availble to operate 
with natural gas (sweet and dry or sour)  as supply media.

Contact Air Torque for further detailed information.
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Complementary parts

•	 Actuator with lock out system on adjustment screws

In order to permanently lock the actuator in position, the actu-
ator can be supplied with a special locking device by using a 
padlock and therefore preventing unwanted operation.

The lock out system on adjustment screws can be directly sup-
plied mounted on the actuators or supplied as kits to retrofit 
sold actuators.

Fig. 24:	 Actuator with lock out system on adjustment screws

•	 Actuator with block and safety lock-out system

The block and safety lock-out system permits to lock the actua-
tor and the valve in specific cases, despite the fail action of 
the actuator.

BLOCK AND SAFETY

LOCK-OUT SYSTEM

Fig. 23:	  Actuator with Block and safety lock-out system

•	 Actuator with declutchable gearbox

It is a manual override system designed to provide manual 
operation to stroke the actuator and the valve. The gearbox 
can have a vital role to stroke the actuator and the valve in 
the safe position when the supply pressure is not available in 
case of any emergency situation. The actuator and the valve 
are operated rotating a handwheel.

AIR TORQUE can provide the actuator packed with the 
declutchable gear box (buyout item).

The gearbox valve interface and connection (ISO flange and/
or valve stem adaption) are defined in the purchase order.

Fig. 22:	  Actuator with gearbox

 GEARBOX




